
TEMPLATE
measurements in mm / inch

3730 / 146.9“

320 / 12.6“

3712 / 146.1“

320 / 12.6“

340 / 13.4“

2241 / 88.2“

silicon fastner sewn on all edges (9 mm / 0.35“ wide) 

no text or critical graphics within 50 mm / 1.97“
of panel edges to allow for sewn edging

*for graphics that wrap around to side panels, please submit art as single file (4352x2241 mm / 171.3x88.2“)

soft expo fusion 5x3



TEMPLATE
measurements in mm / inch

320 / 12.6“

2977 / 117.2“

320 / 12.6“

2241 / 88.2“

340 / 13.4“

2990 / 117.7“

silicon fastner sewn on all edges (9 mm / 0.35“ wide) 

no text or critical graphics within 50 mm / 1.97“
of panel edges to allow for sewn edging

*for graphics that wrap around to side panels, 
please submit art as single file (3617x2241 mm / 142.4x88.2“)

soft expo fusion 4x3



TEMPLATE
measurements in mm / inch

320 / 12.6“ 320 / 12.6“

340 / 13.4“

2241 / 88.2“

silicon fastner sewn on all edges (9 mm / 0.35“ wide) 

no text or critical graphics within 50 mm / 1.97“
of panel edges to allow for sewn edging

*for graphics that wrap around to side panels, 
please submit art as single file (2881x2241 / 113.4x88.2“)

2241 / 88.2“

2250 / 88.6“

soft expo fusion 3x3



TEMPLATE
measurements in mm / inch

320 / 12.6“ 320 / 12.6“

2241 / 88.2“

silicon fastner sewn on all edges 
(9 mm / 0.35“ wide) 

no text or critical graphics within 50 mm / 
1.97“ of panel edges to allow for sewn edging

1508 / 59.4“

1520 / 59.8“

340 / 13.4“

*for graphics that wrap around to side 
panels, please submit art as single file
(2148x2241 / 84.6x88.2“)

soft expo fusion 2x3



TEMPLATE
measurements in mm / inch

320 / 12.6“ 320 / 12.6“

2241 / 88.2“

silicon fastner sewn on all edges 
(9 mm / 0.35“ wide) 

no text or critical graphics within 50 mm / 1.97“
of panel edges to allow for sewn edging *for graphics that wrap 

around to side panels, 
please submit art as 
single file (1414x2241 
/ 55.7x88.2“)

340 / 13.4“

774 / 30.5“

780 / 30.7“

soft expo fusion 1x3


